
 

 

 

 

- 1 - 

_ 

 

 

 

 

 

 

PPPIIIAAA---666::: Image Comparison, Measuring and Archiving Software  

The new  Software for Questioned Document Examination  

 

The newly  developed software PIA -6 for comparative document 

examination is a professional software with an outstanding colour 

image resolution suitable to any document examination system and 

also for scientific and industrial applications. The functions allow a 

speedy judgement of the examined and compared documents.  
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The new PIA -6 software is operated via FireWire connection in combinat ion with h igh resolution video 

cameras. It can capture complete video frame in real time and offers a wide range of useful image processing 

functions.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Side-by-side comparison of live and stored images  

 

The master image is loca ted at the top or the left side 

of the screen. The other image in the bottom half or on 

the right side.  

 

PIA-6 highlights : 

Á user-friendly graphic display 

Á mirror function, horizontal  

Á mirror function, vertical  

Á image rotation 90° steps  

Á side-by-side comparison of live and stored images, horizontal  

and ver tical split, adjustable dividing line,  easy selectable  

comparison  mode 

Á reversal of live image in split comparison  

Á superposition of live and stored images  

Á subtraction and addition mode  

Á chopper function (alternating image display)  

Á negative image displa y 

Á annotations of text and marks, arrows, circles, rectangles and lines  

Á measuring functions: distances, circles, angles including  

raster and fade in of reference scale  

Á NEW: IPI (Invisible Personal Information)  and ICAO verification  

Á remote control func tion (with Docubox Dragon only)  

Á direct print -out function from software  

Á repeatability of investigation work, loading of reference result  

and automatic reload of image settings (with Docubox Dragon)  

Á unlimited storage of pre -settings  

Á installation: 24/32bit, 1280x1024 resolution or lower  

horizontal split with adjustable dividing line.  

top image: with UV 254  

bottom image: shows n o UV reaction  

vertical split with adjustable dividing line.  

right image: visible light  

left image:  IR luminescence light  
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Chopper for blink effect  

Small differences in two similar images can be emphasised by repeatedly switching between them.  

PIA-6 allows you to freez e a master image and then switch to the camera live image. This is useful in 

document examination applications where typography can be examined and compared.  

 

 

Annotations of arrows, remarks, etc.     Intaglio printing examination under IR and shadow light  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Print out / Reporting  

Easy editing of reports including print -out of instrument settings.  

 

 


